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MZD LED 40W E27 827 A60 ND 1CT/6 3139188161412 A60 6 6 40 2700 240 470 15000 80 15000 AC 220-240 55 50/60 108 60 Frosted

MZD LED 60W E27 827 A60 ND 1CT/6 3139188161450 A60 8 8 60 2700 220 810 15000 80 15000 AC 220-240 78 50 110,7 60 Frosted

MZD LED 40W E27 840 A60 ND 1CT/6 3139188161436 A60 6 6 40 4000 240 500 15000 80 15000 AC 220-240 55 50/60 108 60 Frosted

MZD LED 60W E27 840 A60 ND 1CT/6 3139188161474 A60 7,5 8 60 4000 220 810 15000 80 15000 AC 220-240 72 50 109,6 60 Frosted

MZD LED 75W A60 E27 827 FR ND 1CT/6 3139188161498 A60 10 10 75 2700 180 1055 15000 80 15000 AC 220-240 85 50/60 108 60 Frosted

MZD LED 75W A60 E27 840 FR ND 1CT/6 3139188161511 A60 10 10 75 4000 180 1100 15000 80 15000 AC 220-240 85 50/60 108 60 Frosted

MZD LED 100W E27 827 A67 FR ND 1CT/8 3139188161535 A67 14 14 100 2700 150 1521 15000 80 50000 AC 220-240 110 50 120 65 Frosted

All lights:
Dimmable: No
EEi label: A+
Colour Controllable (RGB ): No
Voltage type: AC
Certificate: CE

GREAT LIGHT, 
SOLID DESIGN

MAZDA LED BULB 

kWh/1000h

3139188161412

6 kWh/1000h

3139188161450

8 kWh/1000h

3139188161436

6 kWh/1000h

3139188161474

8 kWh/1000h

3139188161498

10 kWh/1000h

3139188161511

10 kWh/1000h

3139188161535

14

MZD LED 40W/60W E27 
827 A60 ND 1CT/6

MZD LED 40W/60W E27 
840 A60 ND 1CT/6

MZD LED 75W A60 E27 
827/840 FR ND 1CT/6

MZD LED 100W E27  
827 A67 FR ND 1CT/8

Save up to 

85%
energy Instant start

100%

instant
Long lifetime 
15,000 hours

15,000h

The MAZDA LED bulb is an affordable 
solution for energy efficient, long lasting 
lighting for general lighting applications


